
All customer materials 
can be marked with 
TITAN through the inte-
gration of Fiber, UV or 
CO2 sources.

For technical characteri-
stics, TITAN represents a 
unique system, designed 
to satisfy any type of 
marking, engraving and 
traceability requirement 
for series production or 
batch processing in 
coordination with factory 
information and logistics 
systems from the point of 
view of Industry 4.0.

The system is available in 
configuration up to 3 
linear axes with encoder, 
a rotary axis, with auto-
matic door open on 3 
sides and with a certified 
large inspection window 
270x500mm.
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The innovative machine management allowed by the new 
MATRIX software and the EASYPAD control panel on the machine 
front is unique in its kind.
The customer's marking needs are completely satisfied by the 
interface, so EASY and intuitive, that it does not require training.
The touch and multifunction EASYPAD allows to control the 
machine and the basic functions of the software without having to 
access the PC

Standard vision system for reading 1D / 2D codes and the “LIVE-
MARKING” function, absolutely original on the market, allows you 
to position the item visually thanks to the “live overlay” display 
and just to be able to mark easily as displayed on the screen.
The Automatic Autofocus function allows adjustment of the work 
position without need operator intervention. It is unique for accu-
racy and acquisition speed and is standard on the Titan family.

The design modularity-oriented makes the TITAN system the best 
answer to the need for flexibility that the modern market dynami-
sm imposes.

TITAN can be configured, even afterwards, with additional modu-
les, ADD-ON, which allow you to optimize production and reduce 
the cost of marking operations. Based on production requiremen-
ts, it is possible to integrate rotary tables, palletized systems, 
robots or Cobots.

The configuration with 3 motorized linear axes 
with 600x400x600 strokes (X / Y / Z), rotary 
axis and 1000x600 working plan makes TITAN 
the system with the greatest flexibility of use 
and load capacity in its category.
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Laser
Technology
Wavelenght nm
Power W
Beam diameter um

Lens
3D galvohead
Vision system
Autofocus
Working chamber dimension mm
Payload kg
Maximum marking height mm
Z Axis stroke mm
X Axis stroke mm
Y Axis stroke mm
Rotary axis
Door opening
Certified safety window mm
Dimension ( LxPxH) mm
Weight kg
Cooling system
Power consumption W
Power supply
Working temperature °C
Colour RAL
Safety class

Black 9005
1 according to EN 60825-1: 2014

1150 x 1750 x 2015
890

air or water
<2000

230Vac 1Ph 50/60hz
10-35 non condensing

570x270

optional
integrated
standard
1000x600

<300
700 @f100

600
up to 900
up to 500
optional

manual counterbalanced  / automatic (opt.)

30 @F160
f100 (60x60) / f160 (110x110) 

 f254 (180x180) / f330 (220x220)

1064
20 / 30 / 50 / 100

Fibra Yb
Qswitch / MOPA

Black 9005
1 according to EN 60825-1: 2014

1150 x 1750 x 2015
890

air or water
<2000

230Vac 1Ph 50/60hz
10-35 non condensing

570x270

optional
integrated
standard
1000x600

<300
700 @f100

600
up to 900
up to 500
optional

manual counterbalanced  / automatic (opt.)

20 @F160 10 @f160 100 @f200
f100 (60x60) / f160 (110x110) 

 f254 (180x180) / f330 (220x220)
f100 (50x50) / f200 (100x100) / f300 (150x150) 

 f400 (200x200) / f600 (300x300)

GREEN 532 UV 355 10600
3 3 / 6 10 / 30 / 60 / 100

DPSS Nd:Yag CO2
Qswitch


